
                                                                                                                                        

                                                                       

____________________________________________________________                      

Power Dekor Ltd 

 6/63 Arrenway Drive, Rosedale, 0632 

Auckland, New Zealand 

PO Box 101552, NSMC 

Phone: 09-4448288 

Info@powerdekorgroup.co.nz 

www.powerdekorfloors.co.nz 

GST: 112-088-679 

 

 

Power Dekor AquaREPEL™ 12mm Laminate Flooring to be as an alternative 

solution to NZ Building Code E3 

 

E3 – Amendment 7 to Acceptable Solution E3/AS1 for Internal Moisture  

With the new E3/AS1 taken into place from 5 November 2021, one of the main changes is that 

Amendment 7 now includes the kitchens, laundries, basins and sinks as Sanitary Fixtures. There 

is a requirement for ensuring flooring solutions which must now have a finish that is both 

impervious and easily cleaned extending at least 1.5 meters from all sanitary fixtures and 

appliances.  

 

 

We Are Tested – Power Dekor 12mm AquaREPEL™ Laminate Flooring can be an E3/AS1 

Alternative Solution  

Independently tested by NZWTA Wool Testing Services here in New Zealand, followed by ISO 

4760:2022-Topical Moisture Resistance test showed that there was no water penetration 

through the seam for 24 hours when installed using the following method:  
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1：Substrate flooring protected by Power Dekor 2mm Acoustic Underlay with an overlocking 

sealed joint flap. 

2：AquaRepel™ 12mm laminate flooring is installed on top of the Power Dekor 2mm Acoustic 

Underlay with a floating system. 

3：D3 PVA Crosslink glue applied in between flooring joints in the kitchen area or 1.5 meters 

radius from any water spot(laundry, sinks, fridge that has got water connection) to stop any water 

penetrate to its underneath. 

4：All perimeter edges and penetrations to be sealed with a Silicone within the affected areas. 

 

Please see the full test report attached. 

 

 

 

The Flooring Is Easily Cleaned. 

Power Dekor AquaREPEL™12mm Laminate Flooring is easily cleaned using a vacuum and a 

damp mop and we can certainly supply the care and maintenance instructions to our customer to 

help them take care of their new beautiful floorings. 

Please also see the attached maintenance instructions. 

 

Power Dekor 10times/15 times 2mm IXPE Premium Acoustic Underlayment has a good 

advantage of being a moisture barrier and waterproof barrier to stop any wet coming beneath of 

the underlay and any wet coming from top of the underlay. 

 

It might be necessary to consider having a waterproof membrane system applied for multi 

complex buildings under Power Dekor 10times 2mm IXPE Premium Underlayment. 


